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TRaC Global Limited, operating as a Conformity Assessment Body  
(CAB ID 205) with respect to the Japan / EU MRA, declares that the listed 
product complies with the Certification by Type of the Ordinance Concerning 
Technical Regulations Conformity Certification, etc. Of Specified Radio 
Equipment  (MPT Ordinance No. 37 of 1981).  
 
 
Categories of the Specified  
Radio Equipment:   Article 2 paragraph 1 item (19) 
    Article 2 paragraph 1 item (19)-2 
    Article 2 paragraph 1 item (19)-3 
    Article 2 paragraph 1 item (19)-3-2 
 
Name of the Specified Radio 
Equipment certified by type: Wireless Solution on Module (SoM)  ConnectCore Wi-i.MX53   
 
 
Trademark:   Digi International Ltd 
 
Family Name:    ConnectCore    
 
Model Number:   Wi-i.MX53 
 
Serial Number:   Not Applicable  
 
Software Version:                 WinCE 3.2.9a 
 
Class of Emission:  G1D (DSSS and OFDM) 
 
Frequencies:   2400 MHz to 2483.5 MHz 
    2471 MHz to 2497 MHz 
    5180 MHz to 5320 MHz (Indoor use only) 
    5500 MHz to 5700 MHz 
     
Antenna Power:   10mW/MHz 
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Antenna Types and Gains:  ½ wave dual band. 

2.4 – 2.4835 GHz gain 2.3dBi  
5.15 – 6 GHz gain 3.6dBi 

 
Manufacturer:    Digi International 

10000 W 76th Street  
Eden Prairie 
55344  MN  USA 
 

 
This Certificate is Granted to: Digi International 

11001 Bren Road East 
Minnetonka 

     55343  MN  USA 
 

 
 
 
When the manufacturer (or holder of this certificate) is placing the product on the Japanese market, the 
product must be affixed with the following Identification Code: 
 

 
 

 

R 205-130155 
 
 
 
 
 
The requirements for the mark are: 
It must be attached to an easily recognizable section of the Specified Radio Equipment of certified type. 
The size shall be 5 mm or more in diameter (3 mm or more in diameter in the case of radio equipment 
having a volume of 100 cc or less). 
The material must be one that is not susceptible to damage. 
Colouring may be made as desired. However, it must not prevent easy identification of the mark. 
 
 

 
 
 
K J Anderson, Authorised CAB Signatory 
Date of Certification By Type: 21st June 2013 
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